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AQUA PLY

®

DESCRIPTION
AQUA PLY® is a natural specialty plywood panel designed, engineered and manufactured for
use in tough marine applications. It is an environmentally friendly wood panel produced from
renewable natural resources. The AQUA PLY wood honeycomb cell structure is remarkably strong,
light in weight and has tremendous fatigue and impact resistance. Every AQUA PLY panel is graded
and certified for strength, stability and flatness.

CONSTRUCTION
All AQUA PLY specifications meet or exceed the standards of PS 2-10 as outlined by the U.S.
Department of Commerce. AQUA PLY is manufactured using balanced construction techniques
and advanced plywood production technology. AQUA PLY is comprised of all Group I veneer (facecore-back) bonded with marine-type high solid content exterior glue. Its natural Group I wood
veneer offers one of the highest bond strengths of any known core material.
AQUA PLY is made with high-grade “C” or better composed core. AQUA PLY can be specified with
an unsanded face and back, STK sanded face and/or back, or with a fully repaired and sanded face
and/or back. All AQUA PLY panels go through a computerized blow detector.

WARRANTY
AQUA PLY panels are manufactured, graded and regularly audited in accordance with APAEngineered Wood Association rules. All AQUA PLY panels are guaranteed against delamination
and manufacturing defects for the reasonable life of the panel.
Affiliated Resources, Inc. will not be held liable for any incidental or consequential damages, nor
any damages that are the result of any misuse or improper installation of AQUA PLY panels.
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SPECIFICATIONS
Species:
Glue Bond:
Face:
Core:
Back:

Western Group I
High solid-content phenol formaldehyde exterior glue
One piece high grade “C” or better veneer
Composed high grade “C” or better veneer
One piece high grade “C” or better veneer

Finish: Unsanded
Uniformly controlled platen pressure
STK Sanded Tight-knot sanded face with touch-sanded back
Sanded
60 grit fully repaired and sanded face with touch-sanded back
Moisture Content:

9% average moisture content

Packaging:

Three Straps banded using corner protectors to three runners

Sizes:

Standard thickness 1/4˝ through 1-1/2˝ up to 60˝ wide by 120˝ long
Special sizes and lay-ups available on reques
Ply Count and Approximate Weights for 48” x 96” Panels
1/4˝- 48˝ x 96˝

3-ply

22 lbs. per panel

3/8˝- 48˝ x 96˝

3-ply or 4-ply

34 lbs. per panel

1/2˝- 48˝ x 96˝

5-ply

45 lbs. per panel

5/8˝- 48˝ x 96˝

5-ply or 7-ply

55 lbs. per panel

3/4˝- 48˝ x 96˝

6-ply or 7-ply

68 lbs. per panel

1˝- 48˝ x 96˝

8-ply or 9-ply

90 lbs. per panel

1-1/8˝- 48˝ x 96˝

11-ply

104 lbs. per panel

1-1/2˝- 48˝ x 96˝

11-ply or 13-ply

135 lbs. per panel

INSTALLATION
AQUA PLY can be sawn, drilled, routed, shaped and edge-planed. AQUA PLY can be glued and
will develop strong joints when proper gluing techniques are used. A resourcinol or phenolic-type
adhesive is recommended for exterior applications. Store AQUA PLY flat whenever possible in clean,
dry, covered areas. For best results acclimatize AQUA PLY in end-use plant or shop environment
prior to installation.
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