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DESCRIPTION
AQUA SHIELD™ is a specialty polyvinyl chloride laminate panel manufactured with an AQUA PLY
PLUS® treated plywood substrate. It can be specified with the polyvinyl laminate film applied to
one or both sides of the substrate surface. The polyvinyl laminate surface has excellent resistance
to most cleaning agents and acts as a moisture barrier to help prevent water absorption.

CONSTRUCTION
The AQUA SHIELD manufacturing process is completely tested, thoroughly evaluated and
routinely monitored to ensure conformance with all applicable product standards. AQUA PLY
PLUS substrate specifications meet or exceed the standards of PS 2-10 as outlined by the U.S.
Department of Commerce. AQUA SEAL® preservative and pressure-treating procedures are in
accordance with the American Wood Preservers Association Standard U1 and Category Standard
UC4B. All substrate and kiln-drying processes conform to the proprietary specifications required
to meet the lifetime limited AQUA TECH® Warranty.

WARRANTY
Fully warranted AQUA SHIELD panels are manufactured with an AQUA PLY PLUS treated plywood
substrate. The AQUA PLY PLUS substrate carries a lifetime limited warranty against fungal decay,
against attack by termites and against manufacturing defects like delamination. See the AQUA
TECH Warranty for full details.
Other panel substrates including moisture resistant particleboard and MDF are available on
request. Ask your Affiliated Resources, Inc. representative for specific physical property and enduse performance details.
Affiliated Resources, Inc. will not be held liable for any incidental or consequential damages, nor
any damages that are the result of any misuse or improper installation of AQUA SHIELD panels.
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SPECIFICATIONS
Laminate Colors:

Choice of many solid colors or reverse-printed wood grain patterns

Laminate Sizes:

Standard thicknesses range from 3.4mil to 10mil
Standard widths are 48˝ and 60˝

Laminate Glue Bond:

Catalyzed cross-linked EVA exterior adhesives applied through a roll
pressure process in a heated continuous film laminating system

Substrate:

AQUA PLY PLUS with an 80 grit finish sand applied to the face and
back just prior to lamination to enhance adhesion

Substrate Preservative:

AQUA SEAL® copper oxide formulated waterborne preservative

Substrate Moisture Content: Kiln-dried after treatment to 12% average moisture content
Packaging:

Three Straps banded using corner protectors to three runners
Cardboard cover sheets on sides and top of each unit

Substrate Sizes:

Standard thickness 1/4˝ through 1-1/2˝ up to 60˝ wide by 120˝ long
Special Sizes and lay-ups available on request
Ply Count and Approximate Weights for 48” x 96” Panels
1/4˝- 48˝ x 96˝

3-ply

24 lbs. per panel

3/8˝- 48˝ x 96˝

3-ply or 4-ply

36 lbs. per panel

1/2˝- 48˝ x 96˝

5-ply

48 lbs. per panel

5/8˝- 48˝ x 96˝

5-ply or 7-ply

58 lbs. per panel

3/4˝- 48˝ x 96˝

6-ply or 7-ply

72 lbs. per panel

1˝- 48˝ x 96˝

8-ply or 9-ply

96 lbs. per panel

1-1/8˝- 48˝ x 96˝

9-ply

111 lbs. per panel

1-1/2˝- 48˝ x 96˝

11-ply or 13 ply

144 lbs. per panel

INSTALLATION
AQUA SHIELD can be sawn, drilled, and routed. Hot dipped zinc-coated (galvanized) or silicone
bronze fasteners can be used in most applications. For best performance, use stainless steel 304 or
316 fasteners.
The AQUA SEAL preservative in the AQUA PLY PLUS substrate contains copper as the principal active
ingredient. Some aluminum alloys can react when in direct contact with copper. The AQUA SHIELD
PVC laminate acts as a barrier between the AQUA PLY PLUS substrate and aluminum.
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